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_ IMPORTANT
This manual must be given to the homeowner. Please read the warranty
and return the warranty card to initiate coverage.

We Strongly Recommend The Use Of A Carbon Monoxide Detector When Using
Any Product That Consumes Fossil Fuels.

THIS BOILER IS TO BE INSTALLED AS AN ADD ON UNIT TO A PRIMARY HEATING BOILER

ONLY. I'I('}IS INTENDED TO BE INSTALLED ONLY WITHIN THE BUILDING THAT IT IS
HEATING.

It is the responsibility of the person or company installing this boiler to verify before the
installation that the boiler certifications shown on this page, meet or exceed all local, state and

regulatory requirements for installation and use of this boiler. Failure to do so voids all claims
and warranties.

June 2006 Aussi disponible en Francais.



KEEP THIS MANUAL FOR FUTURE REFERENCE. Follow all instructions carefully for
installation, maintenance & operation of the DO110 & DOI180 boilers.

15" CAUTION -=u

'IQI(E)C]:{?J'II‘CKI{‘JAPER WITH THE UNIT OR CONTROLS - CALL A QUALIFIED SERVICE

DO NOT LEAVE COMBUSTIBLE MATERIAL AROUND THE UNIT.

DO NOT stack items on or around the unit - check required clearances on page 2.

DO NOT start a fire in the boiler until all installation requirements are complete and the

operating instructions are understood.

DO NOT use automatic stoking or sawdust fueling with this unit.

DO NOT BURN GARBAGE, PAPER(except to start fire), FLAMMABLE LIQUIDS, DRIFTWOOD,
TREATED WOOD (CREOSOTE, PRESERVATIVES, PAINT, STAIN, ETC.) IN YOUR BOILER. DAMAGE
WILL RESULT AND VOID YOUR WARRANTY.

DO NOT allow anyone that is unfamiliar with the boiler, to attend it.

DO NOT load wood above the smoke flap inside the door, over-firing may result.

DO NOT adjust the draft regulator above - .05 ” W.C., if this setting is exceeded it could cause the fire to burn
out of control.

DO know the location of the emergency disconnect switch for the unit.

DO contact a qualified service technician before remodeling, for annual service/maintenance, before

extended periods of shutdown and before start-up.

~PRE INSTALLATION CONSIDERATIONS~

FUEL
Burn only clean, untreated hardwood, and softwood.
For the best performance, we recommend using seasoned (below 25% moisture) hardwood. Store the wood in
neat, well supported piles, at least 4’ from the boiler loading door.

BOILER
In the firebox install ash or sand to within 1 '2" of the bottom door frame or burn sofiwood at first, which creates
ash quickly. This will improve the air flow through the wood. The boiler must be installed by a qualified
technician currently active in the heating trade. The installation should meet or exceed all local and national codes
having jurisdiction, including C.S.A. B365, the Installation Code for Solid Fuel Burning Appliances &
Equipment. The boiler has been thoroughly tested with modern baseboard radiation.

UNDERFLOOR & CAST IRON RADIATORS
Special consideration must be taken when connecting the boiler to underfloor systems without oxygen barrier pipe
or when hooked to cast iron radiators, to prevent thermal shock or excess temperature water from entering
underfloor heating loops. Please consult with your system designer.

CHIMNEY SYSTEM
The specification of the chimney to be used complies with the requirement that, other than solid-fuel/oil
combinations and add-ons, wood burning appliances shall not be connected to a ventin s?zstern serving
an appliance vented by another type of fuel. Connect the furnace to an approved solid fuel factory-built
chimney (CANADA-CAN/ULC S629 standard for 650° chimney, UNITED STATES-UL103
Chimneys for Residential Type and Building Heating Appliances, Factory Built) or a safe, clean, sound
condition, masonry chimney equipped with an approved liner (CANADA-CAN/ULC-S635-M90
Standard for Lining Systems for existing masonry or Factory Built Chimneys and Vents, UNITED
STATES-UL1777 Chimney Liners)(e.g., stainless steel, clay, etc.) The chimney must be capable of
maintaining a negative updraft at all times and in all conditions. Carefully inspect the chimney for safety
before making a connection. Locate the boiler as close to the chimney as possible. DO NOT pass the
smoke pipe through the ceiling, wall or floor to reach the chimney. Installation of this equipment shall be
in accordance with regulations of authorities having jurisdiction and (in Canada) CSA Standard B139
"Installation Code for Oil Burning Equipment" and CSA B365 Installation Code for Solid Fuel Burning
Appliances and Equipment,(in United States) UL 391 Solid Fuel and Combination Fuel Central and
Supplementary Furnaces.






