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HEATING PRODUCTS

MOUNTAIN FIREWOOD KILNS
1536 BROOMSTICK HILL ROAD

LITTLETON, N4 0ssst  OWNERS MANUAL
MODEL

OB1000 & OB2000

IS CERTIFIED TO:
|
‘ UL 726 I

Unit Serial #

CSA B140.7.1
CSA B212 (EEV)

Burner Serial #

Purchased From

Company Address
@0
C us

Name of Installer

Installer Telephone #

Date Installed

; IMPORTANT
This manual must be given to the homeowner. Please read the warranty
and return the warranty card to initiate coverage.

We Strongly Recommend The Use Of A Carbon Monoxide Detector When
Using Any Product That Consumes Fossil Fuels.

It is the responsibility of the person or company installing this boiler to verify before the
installation that the boiler certifications shown on this page, meet or exceed all local, state and

regulatory requirements for installation and use of this boiler. Failure to do so voids all claims and
warranties.
June 2006 Aussi disponible en Francais



IMPORTANT
READ AND SAVE THESE INSTRUCTIONS FOR FUTURE REFERENCES.
The furnace must be installed by a qualified technician currently active in the heating trade & meet or
exceed all local or national codes.
DOC];I_&'II‘CT&%PER WITH THE UNIT OR CONTROLS - CALL A QUALIFIED SERVICE
TE !
Use No.2 funace oil only. DO NOT USE GASOLINE, CRANKCASE DRAININGS, OR ANY OIL
CONTAINING GASOLINE. Use of other fuels could damage the unit or present a serious safety hazard.

DO NOT BURN GARBAGE OR PAPER IN THE UNIT OR LEAVE COMBUSTIBLE MATERIALS
AROUND THE UNIT.

Know the location of the emergency disconnect switch for the unit.
Contact a qualified service technician before remodeling, for annual service/maintenance, before extended
Beriods of shutdown and before start-up.
0 not stack items on or around the boiler - check the required clearances on this page.
Do not store flammable materials in the vicinity of the furnace.
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OB1000 and OB2000 General Information

CABINET WEIGHT TUBES SUPPLY RETURN WATER VOLUME(US)
OB1000 20"x20"x33"H 370 lbs 18 14" 1" 15 GAL.

OB2000 23"x23"x35"H 515 Ibs 28 14" 1" 20 GAL.

INSTALLATION CLEARANCES - OB1000
Above Appliance - 24" (61 cm) Front - 24" (61 cm)

Back & One Side - 6" (15.3 cm) Other side - 18" (46 cm) Flue Pipe - 9" (23 cm) (USA - 18")
Certified for installation on combustible floor.

INSTALLATION CLEARANCES - OB2000
Above Appliance - 24" (61 cm) Front - 24" (61 cm)
One Side - 24" (61 cm) Other side - 6" (15.3 cm)
Rear - 24" (61 cm) Flue Pipe - 9" (23 cm)
Boiler must be placed on non combustible floor.

EQUIPMENT
Package # 1-Contains the boiler body. Package # 2-Contains the cabinet.
Package # 3-Contains the following:

1 - Burner & Gasket 1 - ¥4” Combination Pressure/Temperature Gauge (Tridicator)
1 - Nozzle 1 - Triple Aquastat Relay
1 - %" Aquastat Well 1 - Pressure Relief Valve

1 -1-%4"x %" x 1-%4" Bi Tee
1 - Blocked Flue Sensor (Not included with Balanced Flue or Power Venter Systems)

INSTALLATION N
The installation of this boiler must be performed by a trained heating technician regularly engaged in
equipment installation and in accordance with this manual and all local codes and apﬁlicable regulations
(Canada-CSA standard B139, C22.1/ United States - NFPA No.31). The boiler should be located as close
to the chimney as possible. The boiler must be properly leveled on a suitable floor.






